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About Milesight lechnology

Founded in 2011, Milesight is a fast-growing Alol solution provider
committed to offering the value-added services and cutting-edge
technologies. Based on video surveillance, Milesight expands its
value proposition into lol and communications industries, featuring

Internet of Things communication, and artificial intfelligence
fechnologies as its core.

Through a worldwide network of distributors and system integrators
In over 120 countries and regions, Milesight disseminates its
Ao AL B R — _ products and services in comprehensive solutions with a hope

PORT MORESBY INTERNATlONAL AIRPORT e to connect physical and digital worlds together to elevate Alol
. intelligence to the next level.
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Innovation

Independent R&D
team guarantees
Innovative
technologies

Outstanding
product quality and
unique design

Timely, efficient and
diverse support

HIYIIN
''''''

o Hfésﬁ'% & VENEZUE
551:::";:; / __ MALAYSIA
‘"‘%‘:_—Iq ¥ } INDONESIA MR
=== punna BRASIL EENN) |
BETTER INSIDE, MORE IN SIGHT
l AUSTRAUA  AUSTRALIA =

UNILNE

Network Cameras
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Image

Distinctiveness
Intelligence
Simplicity
Interoperability
Cybersecurity
Structure

Models

Al Camera Series
Mini Camera Series
Pro Camera Series
PTZ Camera Series

Panoramic Camera Series
ANPR Solution

Network Video Recorders
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Display

Flexibility

Reliability

Intelligent Management
Scalability

Structure

Models -

4K H.265 Mini PoE NVR Series
4K H.265 PoE NVR Series

4K H.265 Mini NVR Series

4K H.265 Pro NVR Series

Software
Network Keyboard
Accessories _______ |
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Excellent Details Under Backlighting

H.265" 4K VCA

3 In 1 Super WDR Pro-140dB HLC (Highlight Compensation)

Milesight Super WDR Pro technology reaching up to 140dB HLC compensates for overexposure from strong source of
combines 3 frames with mulfiple exposures fo get the optimal ight and prevents blinding of cameras especially at night fime
mages In high contrast lighting situations. from headlights, enhancing license plafte readabillity.

Network Camera

Clear Vision - Accurate Detection - Proactive Action

HLC Off

Image

Outstanaing Viewing Experience BLC (Backlight Compensation)

BLC opftimizes underexposure in the foreground and background of the video by correcting different exposure regions of the scene with

varying levels of light.
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4K/ 12MP High Resolufion 120°/180°/360° Wide Angle Viewing 3X to 42X Optical Zoom O0fps/90fps/ 120fps High Frame Rate ngh qUOIITy DeDblur 28 P-Iris Confrol » Defoggmg
Speed up the shutter speed under Adjust automaftically and precisely the Provide clear images in hazy and
cerfain gain range fo remove blurring ris opening Iin response fo changes in foggy weather with the built-in fan
Cle(]r V|S|On O'l' N|gh'|' arfifacts caused by high-speed ight levels, offering optimal image and heater as well as embedded
moftion. quality with good depth of field. defogging algorithm.
~.

0.00 1Lux Starlight

Equipped with Sony Starlight sensor, Milesight cameras :ﬂ ‘
can deliver full-color images even in extremely low-light : gh el g _ "'
sifuations without the need of any supplementary light By s 7 Deblur On

sources. ” !ﬂ
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By Conventional Camera

@!' Milesight

Electronic Image
Stabilization

smart IR Il Technology

Corridor Mode @ Auto Back Focus

Smart IR Il Technology can adjust the IR illumination

infensity automatically as the camera zooms in ana Rotate images 90 degree clockwise Adjust the position of image sensor to Detect cameras’ vibration and

out, providing a uniform IR coverage and clear images or anti-clockwise to offer a better obtain optimal focus by one click in automatically adjust frames to align

even in complefe aarkness. viewing experience Iin fall and narrow fhe web interface or one push on the with motion information, enabling
survelllance scenarios. pbuftton of camera. cameras to record steady videos.
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Distinctiveness

PlZ to Move Your World

Pan, Tilt and Zoom Tasks

Up to 360° endless pan & 95° filt
Pan speed up to 450° /s & tilt speed up 1o 360° /s
Flexible zoom options from 12X to 42X

ldeal for wide-area and long-distance survelllance

3D Posifioning & Keyboard Control

3

D Positioning and Keyboard Control allow users to easily

adjust the angle of cameras’ view and zoom ratio by just
using ad mouse or a keyboard to get more details from

region of inferest,

On-board/Client-side Dewarping

Milesight fisheye cameras support two ways of dewarping,

pringing users great flexibility during operation.

® On-board Dewarping.

Easy infegration with third-party VIMS

@ Client-side Dewarping.

Flexible viewing modes in Live View and Playlback

PTZ Privacy Mask

PTZ Privacy Mask features a 3D coordinate system to profect peop

le’s

privacy. It can keep the specified area masked through manudl

operations from monitoring No matter how cameras pan/tilt/zoom.

Stunning Dewarping Abillity

The embedded dewarping algorithm can smoothly and fast o
original spherical images info plane images tfo offer users a comp
overview of a wide area without disfortion.

Q Display Modes: O <« &3 =, o0 goo ged

Ter
efe

Two Compatible Modes

e Bundle-stream Mode - For Better Compatibility

Bundle all channels info one stream and send it fo NVR or VMS.

® Multi-Channel Mode - For Easy Operation
Send all the original channels tfo NVR or VM, allowing separate

configurations of each channel.
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All-in-one Web Management

LPR Smart Search Black/White List Management

Milesight designs a systematic LPR Security operators can search specific Milesight LPR cameras can automatically
operation mode on camera’s webpage detected vehicle information like identify license plates information on
with more granular controls, offering a videos directly on camera’s webpage whitelists or blacklists and take real-time
fruly stand-alone LPR solufion with or back-end management system for actions, which is perfect for gate control
cenfralized maonagement. verification and investigation. systems.
Broad Regional and Country Support Integrated ANPR Solution
Milesight LPR cameras support the capture and recognition Milesight LPR cameras are fully compatible with Milesight
of vehicle plates from mulfiple countries and regions Lack-end management system and support third-party
including Mid-East, Africa, Asia-Pacific, America, Europe, infegration with CGIl/APIs, increasing the operational
Russian-speaking counftries. efficiency.
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\ Complete ANPR Solution Fi. |
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Intelligence

Milesight Network Camera provides high-quality image and inftelligent functions. Powered by Al chip, It is capdble of recognizing
vast affributes of human, vehicle, and object pattern recognition models. As vehicle and human related events are very important

IN security monitoring, the filtering is supportred to better optimize the efficiency.

Behavior Analysis PTZ/Fisheye Auto Tracking, Loitering, Object Left, Object Removed
Passing Region Enfrance, Region Exiting, Line Crossing
Detection Motion Detection, Advanced Motion Detection, Tamper Detection, Face Detection

Statistics for Market Intelligence

Al Video Analyfics

eaft Map, People Counting

Regional People Counting

simplicity

Online Upgrade

Users can updafte cameras firmware by just one
simple click in The web inferface to get and
explore the laftest new firmware version.

User-friendly Ul Design

New upgraded Milesight Ul is desighed with
unigue user-friendly logic to deliver d more
orderly and more efficient user interface.

2m Upgrade
. ofware Version: 437.0.74
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Local Upgrade:

- um-.m [ Reset after Upgrading
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- Online Upgrade
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Milesight Al Camera Series can intelligently filfer objects
fo focus on human and vehicle detection in mulfiple
events such as Region Entrance, Region Exiting, Loitering,
Advanced Mofion Detection, eftc.

High accuracy and real-time regional people counting based on Al
algorithm, with stafistic reports for further analysis, helps To make fast
decisions on security management and increase the operational efficiency

of tThe business.

INnteroperabllity

= = 21 B Extensive Compatibility With the Third-party
Sihiect st et Rerroved =] | 112 Offer more flexibility to users by deepening communication with different security system through CGl.
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Face Detection function detects human faces in The monitoring scene e y e — . VR ‘e % 5
networkoptix 0.  AaArtTer- S I IOI
and capftures the snapshotfs, which greatly enhances the monitoring \N b ar]_:______cq \ S : I y Ogy
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SIP/VolP

Support SIP funcfion which can infegrate with
various VolP telephony systems to build a complete
communication system.

ONVIF Profile G/Q/S/T

Face Detection

Easy to be infegrated info security systems
on the basis of the ONVIF protocols by
supporting ONVIF profile G/Q/S/T.

( D
Gla|s|T

Advanced Heat Map

Improve Store Layout
Maximize Exposure of Products

Reach Your Target Customer Precisely

IPv6 Compatible

Drive Better Business Insights with Reports
Provide a greater number of tofal unigue

Infernet addresses and an improved |evel
of security of dara packets.

P1Z/Fisheye Auto ITracking

@ [Redl-time Target Tracking

® /oom in for Detadils

® All-round Monitoring Without Blind Spofts
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SCybersecurity

Two Colors Available microSD /SDHC/SDXC Card Slot
| Digital Watermark Encryption
HTML5 Streaming Ready g yp ot Button
The barrier-free connection between Milesight cameras Every individual bit of the video exporfed from Milesight o
and browsers is built with HTMLS streaming to access to cameras Is embedded with watermark information which Smoked Dome Cover ................£ ® DC 12V
all configurations and functions without downloading could only be checked under Milesight back-end devices o
extra plug-in. avoid video tampering and ensure the security of dato 0 & e VY Alarm I/O & Audio Out/DC 12V
fransmission.

Ethernet Port (PoE)

Cable Management

eeereeeeeeeeeeenaeens Water-proof Connector

Clamshell Design

(Milesight Motorized Pro Dome Camera)

Security Certification

Milesight is an ISOQ001 authorized company and Milesight products are certificated with CE, FCC, LVD, RoHS, etc., meeting ' |
the daunting and demanding reguirements of global security industry. A BB

TR
@m EN-50155 I1SO
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180° Panoramic View

2%IR LEDs with 180° Uniform Coverage
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|Structu re

Full Protection
Rubber Plug

Milesight cameras are engineered with |IP6/-rated and |IK10-rated housing to guarantee a stable and reliable operaftion. It can
withstand extfreme temperatures as low as -40°C and as high as 60°C, ably avoid lightning sfrikes and electrical surges with 6KV surge
protection in harsh climates. Also complying with the EN50155 standard, Milesight Vandal-proof Mini Dome Network Camera is able to
offer excellent anfi-vibration performance even in applications on board frains, frams, and meftros.

Built-in Mlcrophone ................. .. Rubber Rlng

Rese"‘ Bu'l"l'on ............................. - : :
L iereedasnenensssasassensassass Point-contact Power Supply

MicroSD/SDHC/SDXC Card Slof e eeereresemmsmsmsssninaeas :

C reeressusenasransensensans Junction Box

3_Axis Mechqnicq| Design ................................................. :

Ethernet Port (PoE)

(Milesight 180° Panoramic Mini Bullet Camera)

MILESIGHT NETWORK CAMERA KEY FEATURES
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2/5 Megapixel Al Motorized Pro Dome Camera
H.265" / MOTORIZED ZOOM LENS / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / CLAMSHELL DESIGN / 256G / SIP

| KEY FEATURES
ONVIFIERER . J

White Black

Attributes Recognition of Human and Vehicle
@ @ Al Video Analytics
Al IP67 1K10 Regional People Counting
an -ace Detection
Zinoked Doma 0.002Lux Starlight

140dB Super WDR
Smart IR || with 50m IR Distance
P-lris Control

Built-in Microphone

Audio |/O, Alarm |/O, PoE & DC 12V
ntegrated Cable Management

Recessed Installation

MS-C5372-F(I)PC

Megapixel SMP 5MP

Image Sensor | 1/28" Progressive Scan CMOS

Lens | Motorized 3.0~10.5mm/2.7~13.5mm/7~22mm @F1.4 P-ris(Optional)

Field of View | H93° ~H33° /D107° ~D38° /VV52° ~\V/18° (3.0~10.5mm) HOQ° ~H31°/ D114°~D38°/ V67°~V23° (3.0~10.5mm)
WDR | 140dB Super WDR 120dB Super WDR

30fps@(2592x1944), 45fps@(2048x1530),

60fps@(1920x 1080, 1280x960, 1280x720, 704x576) 60fps@(1920x1080, 1280x960, 1280x720, 704x576)

Max. Frame Rate

Color; 0.002Lux@F1.2
Color; 0.005Lux@F1.4
B/W: OLux with IR on

Color: 0.005Lux@F1.2
Color: 0.008Lux@F1.4
B/W: OLux with IR on

Min. lllumination

Video Compression H.265" /H.265(HEVC)/H.264™ /H.264/MJIPEG

IPv4/IPv6, ARP, TCP, UDP, RTP, RTSP, RTCP, HTTP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMITP, SNMP, UPnP, Bonjour,
SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight

Protocol O 143mmX108.4mm/1100g

2/5 Megapixel Al Motorized Pro Bullet Camera

H.265" / MOTORIZED ZOOM LENS / IP67 / 1K10 / 3-AXIS MECHANICAL DESIGN / 256G / SIP

ONVIF|IBE KEY FEATURES

N &

IP67 IK10

Attributes Recognition of Human and Vehicle
Al Video Analytics
Regional People Counting

Face Detection

0.002Lux Starlight

140dB Super WDR

Smart IR |l with 60m IR Distance
P-Iris Control

Audio /O, Alarm 1/O, PoE & DC 12V
PTFE Membrane

Recessed Junction Box

MS-C2962-RF(I)PC MS-C5362-F(I)PC

Megapixel | OMP 5NIP

mage Sensor | 1/2.8" Progressive Scan CMOS

L ens | Motorized 3.0~10.5mm/2.7~13.5mm/7~22mm @F 1.4 P-lris(Opfional)

Field of View | H93°~H33° /D107°~D38° /V52°~V18° (3.0~10.5m) : HR0°~H31°/ D114°~D38° /V67° ~\V23°(3.0~10.5mm)
WDR | 140dB Super WDR 120dB Super WDR

30TPs@(2592x1944), 45fps@(2048x1536),

Max. Frame Rate O0fps@( 1920x 1080, 1280x260, 1280x720, 704x5/76)

O0fps@(1920x1080, 1280x960, 1280x720, 704x576)

Color; 0.002Lux@F1.2
Color: 0.005Lux@F1.4
B/W: OLux with IR on

Color: 0.005Lux@F1.2
Color: 0.008Lux@F1.4
B/W: OLux with IR on

Min. lllumination

Video Compression H.265" /H.265(HEVC)/H.264™ /H.264/MJPEG

IPv4/IPv6, ARP, TCP, UDP, RIP, RTSP, RTCP, HTTP, HITPS, DNS, DDNS, DHCP, FIP, NTP, SMTP, SNMP, UPnP, Bonjour, SIP, PPPOE,

Dimensions/Weight VLAN, 802.1%, Q0S, IGMP, ICMP, SSL

Protocol 134mmX126mmx285mm/1080g

N MILESIGHT Al CAMERA SERIES

2/5 Megapixel 12X/20X/23X Al Mini PTZ Dome Camera

H.265" / PTZ PRIVACY MASK / AUTO TRACKING / IP66 / IK10 / IR ANTI-REFLECTION PANEL / 256G / SIP
KEY FEATURES

OnVl F‘ E e Attributes Recognition of Human and Vehicle
White Black . :
- Al Video Analytics
(@ @ Regional People Counting
Al P66 1K10 Face Detection
i, 360° Endless Pan & 95° Auto-flip Tilt
Smoked Dome Pan Speed 450°s, Tilt Speed 360°s
over

Smart IR Il with 120m IR Distance
0.001Lux @1/2" STARVIS Sensor
140dB Super WDR

Audio /O, Alarm |/O, PoE & DC 12V
Recessed Installation

VIS-C2971-X1 2RPC VIS-C2671-X20RPG VIS-C2971-X23RPC ViS-C5371-X12PC
Megapixel 2MP SMP

1/2.8" Progressive Scan CMOS

Image Sensor

1/28" Progressive Scan CMOS 1/2" Progressive Scan CMOS

Lens . 5.3~64mm, 12X Optical Zoom | 6.4~128mm, 20X Optical Zoom | 5~117mm, 23X Optical Zoom | 5.3~64mm, 12X Optical Zoom
Field of View H61° ~H5° /D69° ~D5° /V36°~V2° | H0° ~H3° /D67° ~DA° /V37°~V1° | H60° ~H3° /D69° ~DA°/ V35°~V2° | H57°~HA® /D69° ~D5° /VA4° ~\/1°
WDR 1400B Super WDR 120dB Super WDR

30flps@(2592x1944), A5fps@
(2048x1536), 60fps@(1920x1080,
1280x960, 1280x720, 704x576)

Max. Frame Rate 60fps@( 1920x1080, 1280x960, 1280x720, 704x576)

Pan Range / Pan Speed' 360° endless; Pan Manual Speed: 0.1°~450° /s, Pan Preset Speed: 450° )s

Tilt Range / Tilt Speed -5° ~Q0° (Auto Hip); Tilt Manual Speed: 0.1°~360° /s, Tilt Preset Speed: 360° /s

255 Preset / 8 Pafrols / 4 Patterns

Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2
Color: 0.002Lux@F1.6 Color: 0.005Lux@F1.5
B/W: OLux with IR on B/W: OLux with IR on

Preset / Patrol / Pattern |

Color: 0.002Lux@F1.2
Color: 0.005Lux@F1.6
B/W: OLux with IR on

Color: 0.005Lux@F1.2
Color: 0.008Lux@F1.6
B/W: OLux with IR on

Min. lllumination

H.265" /H.265(HEVC)/H.264" /H.264/MJPEG

IPv4/IPv6, ARP, TCP, UDP, RTP, RISP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, Bonjour,
SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

O183mmX174.8mm/2Kg

2/5 Megapixel 30X/36X Al Speed Dome Camera

H.265" / PTZ PRIVACY MASK / AUTO TRACKING / IP66 / IK10 / 256G / PoE / SIP
KEY FEATURES

Attributes Recognition of Human and Vehicle

Al Video Analytics

Regional People Counting

Face Detection

360° Endless Pan & 90° Auto-flip Tilt

Pan Speed 400°s, Tilt Speed 320°s

Smart IR Il with up to 300m IR Distance

0.001Lux @1/2" STARVIS Sensor

140dB Super WDR

Audio I/O, 4*Alarm In, 2*Alarm Out, PokE & DC 12V

T v rpr—
' p 5MIP

Megapixel 2M

||
—

Video Compression

Protocol

Dimensions/Weight

OnviFIEEEME -

IP66 IK10

@ Milesight

Image Sensor 1/2" Progressive Scan CMOS 1/28" Progressive Scan CMOS

Lens 2./~205.2mm, 36X Opflical Zoom 4.7~141mm, 30X Optical Zoom o~117mm, 23X Opfical Zoom
Field of View ' H63° ~H3° /D69° ~D3° / V38°~V1° H62° ~H3° /D70° ~D3°/ V37°~V1° H58° ~H3° /D71°~D3° /V44° ~\/2°
WDR 140dB Super WDR 120dB Super WDR

30fps@(2592x1944), 45fps@(2048x1536)
60fps@(19220x 1080, 1280x960,
1280x720, 704x576)

360° endless / Pan Manual Speed: 0.1°~400° /s, Pan Presef Speed: 400° /s
0° ~Q0° (Auto Flip) / Tilt Manual Speed: 0.1°~320° /s, Tilt Preset Speed: 320° /s

255 Presets / 8 Patrols / 4 Patterns

Color: 0.002Lux@F1.2
Color: 0.005Lux@F1.5
B/W: OLux with IR on

Max. Frame Rate 60fps@(1920x1080, 1280x9260, 1280x720, 704x576)

Pc:n Range / Pan Speed '
Tilr Range / Tilt Speed

Preset / Patrol / Pattern |

Color: 0.001Lux@F1.2
Color: 0.002Lux@F1.55
B/W: OLux with IR on

Color: 0.005Lux@F1.2
Color: 0.008Lux@F1.5
B/W: OLux with IR on

Min. lllumination

H.265+/H 265( HEVC)/H.264+/H 204/ MJIPEG

IPv4/IPvo, ARP, TCP, UDP, RIP, RTSP, RTCP, HITP, HTTPS, DNS, DDNS, DHCP, FIP, NTP, SMTP, SNMP, UPnP, Bonjour,
SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

O205mMmX308mm/4Kg
MILESIGHT Al CAMERA SERIES

Video Compression

Protocol

Dimensions/Weight
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2/5/8 Megapixel H.265" IR Mini Dome Camera 2/5 Megapixel H.265" Weather-proof Mini Dome Camera

H.265" / ULTRA-MINI SIZE / 3-AXIS MECHANICAL DESIGN / 256G / PoE / SIP H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / CLAMSHELL DESIGN / 256G / PoE / SIP

CONVIFIER Bl KEY FEATURES CONVIFIER B KEY FEATURES
: White Black A —— Star“ght White Black e 0002l ux Starltght
@ @) e 140dB Super WDR @ @ ® 140dB Super WDR
4K VCA VCA |IP67 IKIO

— ¢ Smart [R |l with 20m IR Distance e Smart IR Il with 25m IR Distance
e 120°Wide Angle Viewing Experience '

| ' e 60fps High Frame Rate
® Embedded VCA as Standard

e Built-in Microphone
e Recessed Installation e Integrated Junction Box

@wﬂq‘“

e 120°Wide Angle Viewing Experience
e Embedded VCA as Standard

e Built-in Microphone

e Recessed Installation

V——— y—— y——
Viegapiel 2mp \ swp o Vis-C2975 P8 Vis-C5375-7B
Image Sensor 1/2.8" Progressive Scan CMOS Megapixel 2MP oMP
_Lens 2 8mm @F2.0/4mm @F1.6/6mm @F1.6 | Image Sensor 1/2.8" Progressive Scan CMOS
Field of View H124°/D144°/V68°(2.8mm) H113°/D143°/V83°(2.8mm) H124°/D140°/V69°(2.8mm) Lens 2.8mm @F2.0/4mm @F1.6
IWDR Super WDR up to 140dB Super WDR.'up to 1204dB | Field of View H123°/D142°/V68°(2.8mm) H113°/D144°/V84°(2.8mm)
Max. Frame Rate 30fps@(1920x1080) 20fps@(2592x1944) (AR RATIT60 WDR 140dB Super WDR | 120dB Super WDR
' 60fps@(1920x1080)(Optional for R Series) 30fps@(2592x1944)(Optional for H Series)
20fps@(2592x1944)
| .. Max. Frame Rate 30fps@(1920x1080) 30fos@(2048x1536)
Min (lurination Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2
| B/W: OLux with IR on | B/W: OLux with IR on | B/W: OLux with IR on A e ritien Color 0.002L ux@F] 2 Color 0.005| ux@F] 2
Video Compression H.265% /H.265(HEVC)/H.264" /H.264/MJIPEG | B/W: OLux with IR on B/W: OLux with IR on
| | - - + +
Profocol PV4/Pv6, ARP, TCP, UDP, RICP, RTP, RTSP, RIVIP, HITP, HTTPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNVIP, UPP, Borjour, SP, PPPCE, VLAN, 802.1x, QGS, IGMP, ICMP, SSL nceo Sompresian | 209 /R 205(HEVC)IN.260 /1. 204/MIFES |
D | /W " P Qmm/zoog Protoco] |P\/ﬁf|PV6,. ARP, TCP, UDP, RTCP, PTP, RTSP, R]MP, H]TP, HT[PS, DNS, DDNS, DHCP, FI-P, MP, SIV]TP, SNMP, UPF'IP, BOﬂjOUf', SIP,. PPPOE, VLAN, &]2.1){, @OS; IGMP, ICMP, SSL
imensions/Weig : : -

O 108MmmMX26.5mm / 600g(Junction Box Version)

Dimensions/Weight O 106mmX76.5mm / 410g(Cable Out Version)

2/5/8 Megapixel H.265" Vandal-proof Mini Dome Camera | . | B
H.265% / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / SIP 2/5 Megapixel H.265" AF Motorized Mini Dome Camera

| KEY FEATURES H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / CLAMSHELL DESIGN / 256G / POE&DC / SIP
ONVIFIEE A

,,« White  Black ® (0.002Lux Starlight OnVI F‘ ) . KEY FEATURES
@ @ @ @ K@ ® 140dB Super WDR White  Black

4K VCA IP67 IK10 EN50155 UL | | @ @ ® 3X Optical Zoom, Auto Focus
® Smart IR Il with 30m IR Distance |
VCA P67 1K10 e 0.002Lux Starlight

e 140dB Super WDR
e Smart IR Il with 35m IR Distance
e Embedded VCA as Standard

e 120°Wide Angle Viewing Experience
® 60fps High Frame Rate

e Embedded VCA as Standard

® UL Certified

® ENb50155 Compliance

e Built-in Microphone

® |[ntegrated Junction Box
® Built-in Microphone

® Audio I/O, Alarm I/O, PokE & DC 12V

.
Megapixel 2MP SMP
Megapixel 2MP SMP AK . |
| ! Image Sensor 1/2.8" Progressive Scan CMOS
Image Sensor 1/2.8" Progressive Scan CMOS -
| Lens 2.8~8.Amm @F1.8~F2.7, 3X Optical Zoom
lens 2.8mm @F2.0/4mm @F1.6 - :
' | | r Field of View H111°~H48°/D130°~D&5°/V60°~V27° H101°~H42°/D129°~D53°/\V74°~V31°
Field of View H123°/D142°/V68°(2.8mm) H111°/D141°/V82°(2.8mm) H124°/D140°/V69°(2.8mm) |
| 1 | WDR 140dB Super WDR 120dB Super WDR
WDR 140dB Super WDR 120dB Super WDR | |
- ! | , 20fps@(2592x1944)
e Eretrme Hiesies 30fps@(1920x1080) 20fps@(2592x1944) . B E A IS aK frame Keio 30fps@(1920x1080) 30fps@(2048x1536)
60fps@(1920x1080)(Optional for R Series) |30fps@(2592x1944)(Optional for H Series) |
| | ol liuminction Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2
Min [lumination Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2 : B/W: OLux with IR on B/W: OLux with IR on
' B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on |
- | | . Video Compression H.265+/H.265(HEVC)/H.264+/H.264/MJPEG
Video Compression H.265" /H.265(HEVC)/H.264" /H.264/MJPEG - -
' | Profocol IPV4/IPv6, ARP, TCP, UDP, RICP, RIP, RISP, RIMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNMP, UPnP, Bonjour, SIP, PPPOE, VLAN, 802.1x, Q0S, IGMP, ICMP, SSL
Protocol IPV4/IPv6, ARP, TCP, UDP, RICP, RIP, RISP, RTMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNIVIP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, oS, IGMP, ICMP, SSL - -
| | Dimensions/Weight D108X96.5mm/620g
Dimensions/Weight 118.5mmX110.8mmX65mm/500g |
N | | BN MILESIGHT MINI CAMERA SERIES MILESIGHT MINI CAMERA SERIES N 12 I




MS-C2963-(R)PB MS-C5363-(H)PB MS-C8163-PB
OMP 5MP ' AK

MS-C2964-(R)PB MS-C5364-(H)PB MS-C8164-PB
2MP SMP 4K

B (3

2/5/8 Megapixel H.265" Mini Bullet Camera

H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / SIP

, KEY FEATURES
CONVIFIER |
e (0.002Lux Starlight

(@ @ @ e 140dB Super WDR
4K

VCA P67 K10 e Smart IR Il with 50m IR Distance

e 120°Wide Angle Viewing Experience
e 00fps High Frame Rate

e Embedded VCA as Standard

e Audio I/O, Alarm |/O, PoE & DC 12V

e Unique Sunshield Design

Megapixel
Image Sensor ' 1/2.8" Progressive Scan CMOS
Lens Amm/2.8mm/o6mm @F1.6
Fisid of View H91° /D 106° /V50° (4rmm) H86° /D 108° /V63° (Amm) HO1° /D 106° /V50° (4rmm)
WDR 140dB Super WDR 120dB Super WDR
30fps@(1920x1080) 20fPs@(2592x1944)
Viax. Frame Rate 60fps@(1920x1080)(Optional for R Series)  30fos@(2592x1944)(Optional for H) DpsE=00K2 1003

Color: 0.002Lux@F1.2
B/W: OLux with IR on

Color: 0.005Lux@F1.2

Min. llluminafion B/W: OLux with IR on

Video Compression H.265" /H.265(HEVC)/H.264" JH.264/MJPEG

Protocol PVA/IPV6, ARP, TCP, UDP, RICP, RIP, RISP, RIMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNIMP, UPnP, Boniour, SIP, PPPoE, VLAN, 802.1x, Q0S, IGIVIP, ICMP, SSL

Dimensions/Weight O/6mmXx214.5mm/750g

2/5/8 Megapixel H.265" Vandal-proof Mini Bullet Camera

H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / PoE / SIP

KEY FEATURES

® (0.002Lux Starlight
e 140dB Super WDR
e Smart IR Il with 30m IR Distance

ONnViFIEEE R
&K (@ @ N

4K VCA |IP67 K10

e 120°Wide Angle Viewing Experience
e 00fps High Frame Rate
e Embedded VCA as Standard

e Point-contact Power Supply

Color: 0.01Lux@F1.2
B/W: OLux with IR on

Megapixel
Image Sensor . 1/2.8" Progressive Scan CMOS
Lens 2.8mm @F2.0/4dmm @F1.6/6mm @F1.6
Field of View H123° /D 142° /V68° (2.8mm) H113° /D 144° /V84° (2.8mm) H124° /D 140° /V69° (2.8mm)
WDR | 1400B Super WDR 1200B Super WDR
30fps@(1920x1080) 20fps@(2592x1944)
Viche. TIaIhe. KOne 60fps@(1920x1080)(Optional for R Series) | 30fps@(2592x1944)(Optional for H Series) 1=Tps@(ssdtictiol)

Color: 0.002Lux@F1.2
B/W: OLux with IR on

Color: 0.005Lux@F1.2

Min. lllumination B/W: OLux with IR on

Video Compression H.265+/H.265(HEVC)/H.26£+/H.264/MJPEG

Color: 0.01Lux@F1.2
B/W: OLux with IR on

Profocol IPVA/IPVE, ARP, TCP, UDP, RICP, RIP, RTSP, RIMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNIVIP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, a8, IGMP, ICIMP, S5L

Q7/mmX/74mmX180mm / 610g (Junction Box Version)

Dimensions/Weignt O64mmX160mm / 450g (Cable Out Version)

B MILESIGHT MINI CAMERA SERIES

2/5/8 Megapixel H.265" Vandal-proof Motorized Mini Bullet Camera

H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / PoE&DC / SIP

ONVIFIERBERE

KEY FEATURES

@—(\\ @ @ ® Motorized Zoom Lens
NV ® 0.001Lux Starlight

4K VCA P67

Megapixel

Image Sensor

Lens

Fleld of View

WDR

Max. Frame Rate

K10
® 3in 1 Super WDR -140dB

e ©60fps High Frame Rate
e Smart IR Il with 50m IR Distance
e Embedded VCA as Standard

e Integrated Junction Box
Audio 1/O, Alarm 1/O, PokE & DC 12V

MS-C2864-(R)F(1)PB MS-C2964-(R)F(1)PB MS-C5364-(H)F(1)PB MS-C8164-F(I)PB

2MP SMP 4K

1/2" Progressive Scan CMOS 1/28" Progressive Scan CMOS

| Motorized 3.6~10mm @F1.4 ' Motorized 2.7~13.5mm/3.0~10.5mm//~22mm @F1.4 I Moftorized 2.7~13.5mm @F1.4

P-lris(Optional) | P-Iris(Optional) | P-Iris(Optional)

H84° ~H30° /D 105° ~D37°
[N62° ~N22°(2.7~13.5mm)

HR9° ~H44° /D 114° ~D580° H88" ~H32" /D 102" ~D37°

H93° ~H32° /D109° ~D37° /V52° ~\/18°
J\V/56° ~\/24° /VA9° ~\V/18°(2.7~13.5mm) / /

140aB Super WDR 120dB Super WDR

30fps@(1920x1080) 30fps@( 1920x 1080) 20fps@(2592x1944)
60fps@( 1220x1080) O0fps@( 1920x1080) 30fps@(2592x1944) 15fps@(3840x2 160)
(Opftional for R Series) (Opitionadl for R Series) (Opiiondl for H Series)

Min. lllumination

Color: 0.0TLux@F1.2
B/W: OLux with IR on

Color: 0.001Lux@F1.2
B/W: OLux with IR on

Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2
B/W: OLux with IR on B/W: OLux with IR on

Video Compression

Profocol IPVA/IPvo, ARP, TCP, UDP, RICP, RIP, RTSP, RIMP, HITP, HITPS, DNS, DDINS, DHCP, FIP, NIP, SMIP, SNIVIP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1X, Q0S, IGMP, ICMP, S5L

Dimensions/Weight

H.265" /H.265(HEVC)/H.264™ JH.264/MJIPEG

O76mmXxX2392.5mm/825¢g

2/5/8 Megapixel H.265" Motorized Pro Dome Camera

H.265" / MOTORIZED ZOOM LENS / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / CLAMSHELL DESIGN / 256G / SIP

ONVIFIER A
@ @ ® 0.001Lux Starlight
4K

VCA P67
Smoked Dome
Cover

Megapixel
Image Sensor

Lens

Field of View

1/2" Progressive Scan CMOS |

KEY FEATURES

e WS e 1/1.8" STARVIS Starlight Sensor

K10 e 3in 1 Super WDR -140dB
| " e 120fps High Frame Rate
¢ Smart IR |l with 50m IR Distance
® P-lris Control
e Embedded VCA as Standard
e Built-in Microphone
e Audio I/O, Alarm |/O, PoE & DC 12V

e Integrated Cable Management

Recessed Installation

MS-C2972-(Q)(T)(R)F()PB | MS-C5372-(H)F(I)PB MS-C8172-(H)F(I)PB MS-C8272-F(I)PB
2MP _ 5MP } 4K

1/28" Progressive Scan CMOS. 11/18" Progressive Scan CMOS
Motorized 3.6~10mm @F14 | Motorized 3.0~10.5mm/2.7~13.5mm/7~22mm @F1.4 | Motorzed 27~135mm @F14 | Motorized 3.6~10mm @F1.4

WDR

P-ris(Optional) . P-Iris(Optional) | P-Iris(Optional) P-Iris(Optional)
HO6°~HA2? /D111°~D48° | H93°~H33°/D107°~D38° | H90°~H31°/D114°~D38° |  H96°~H33°/D112°~D37° | H110°~H46° /D126° ~D54°
JV/55° ~\/23° - /V52°~V18° (30~105m)  |/V67°~V23°(3.0~10.5mm) /\/53° ~\/18° IN61° ~\V/25°

140dB Super WDR
(Super WDR Pro is
| opfional for Q & T Series) |

140adB Super WDR 120dB Super WDR

Max. Frame Rafe

Min. [llumination

Video Compression

Protocol

Dimnensions/Weight

30fs@(1920x1
30fps@(1920x1080) E0fos@(120¢1080X O CﬁJ)m] R Serics) 20fps@(2592x1944) 157ps@(3840x2160)
60fps@(1920x1080) SOfos@(1920x1080X Opfional for T Series) 30Tps@(2592x1944) 301ps@(3840x2 160) 30fps@(3840x2160)
(Optional Tfor R Series) | 1opmea(1920x1080xOptiond for QSeiieg) | (OPTIONAl for H Series) (Optionadl for H Series)
Color: 0.001LUX@F12 |  Color: 0.002LUX@F] .2 ~ Color: 0005LUX@F12 | Color: 0.01Lux@F1.2 Color: 0.006Lux@F1.2
B/W: OLux with IR on | B/W: OLUX with IR on B/W: OLuUx with IR on B/W: OLux with IR on B/W: OLux with IR on

H.265" /H.265(HEVC)/H.264™ JH.264/MJIPEG

IPVA/IPVO, ARP, TCP, UDP, RICP, RIP, RISP, RIMP, HITP, HITPS, DNS, DDINS, DHCP, FIP, NIP, SMIP, SNIVIP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1X, QoS, IGMP, ICIMP, S5L

O 143mmX108.4mm/1100g

MILESIGHT PRO CAMERA SERIES I
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2/5/8 Megapixel H.265" Motorized Pro Bullet Camera

H.265" / MOTORIZED ZOOM LENS / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / SIP

ONVIFIEEEE
&K (B @ N :

4K VCA P67 IKIO

MS-C2962-(Q)(T)(R)F(I)PB

VMegapixel 2MP

Image Sensor 1/2" Progressive Scan CMOS |

Motorized 3.6~ 10mm

1/28" Progressive Scan CMOS
Motorized 3.0~10.5mm/2.7~13.5mm//~22mm @F1 .4

KEY FEATURES

1/1.8”" STARVIS Starlight Sensor
0.001Lux Starlight

3in 1 Super WDR -140dB

120fps High Frame Rate

Smart IR |l with 60m IR Distance
P-Iris Control

Embedded VCA as Standard

Audio /O, Alarm |/O, PokE & DC 12V
PTFE Membrane

Integrated Junction Box

MS-C5362-(H)F(I)PB | MS-C8162-(H)F(l)PB MS-C8262-F(l)PB

S5MP _; 4K
1/18" Progressive Scan CMOS

Motorized 2.7~13.5mm Motorized 3.6~ 10mm

Lens @F1.4 P-Iris(Optional) P-Iris(Optional) @F1.4 P-ris(Optional) | @F1.4 P-lris(Optional)
ey H96°~H42°/D111°~D48° H93°~H33°/D107°~D38° H9Q°~H31°/D114°~D38° | H96°~H33°/D112°~D37° | H110°~H46°/D126°~D54°
I oL VIEW /V55°~V/23° /\V/52°~V/18° (3.0~10.5m) /V67°~V23°(3.0~10.5mm) /V53°~V/18" IV61°~V/25°
140dB Super WDR | |
WDR 140dB Super WDR (Super WDR Pro is optional for 120dB Super WDR
Q & [ Series)

30fps@(1920x1080) ~ 30fps@(1920x1080) | 20fps@(2592x1944) 15fps@(3840x2160)

Max. Frame Rate 60fps@(1920x1080) | S0fPs@(1920x1080)(Optional for R Series) | 30fns@(2592x1944) 30fps@(3840x2160) 30fps@(3840x2160)

Q0fps@(1920x1080)(Optional for T Series)

(Optional for R Series) | 120f0s@(1920x1080)(Optional for Q Seriesy | (CRTIONAl for H Series) | (Optional for H Series)

Color: 0.002L.ux@F1.2
B/W: OLux with IR on

Color: 0.001Lux@F1.2

Min. lllumination B/W: OLux with IR on

Video Compression

Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2
B/W: OLux with [R on

Color: 0.006Lux@F1.2

B/W: OLux with IR on B/W: OLux with IR on

H.265 7 /H.265(HEVC)/H.264" /H.264/MJIPEG

Profocol IPVA/IPv6, ARP, TCP, UDP, RTCP, RIP, RTSP, RTMP, HITP, HITPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight

134mmX126mmX285mm/1080g

2/5 Megapixel 12X H.265" AF Motorized Pro Bullet Camera

H.265% / IP67 / 3-AXIS MECHANICAL DESIGN / 256G / SIP
ONVIFIBR®

VCA P67

Megapixel 2MP

Image Sensor

————
MS-C2962-(Q) (D (R)EPB

KEY FEATURES
e 12X Optical Zoom, Auto Focus

® 0.002Lux Starlight

e 3in 1 Super WDR -140dB

e 120fps High Frame Rate

e Smart IR Il with 120m IR Distance
e Embedded VCA as Standard

e Audio I/O, Alarm I/O, PoE & DC12V
e PTFE Membrane

e Integrated Junction Box

MS-C5362-(H)EPB

S5MP

1/2.8" Progressive Scan CMOS

Lens : 9.3~64mm, 12X Opftical Zoom
Field of View i H61°~H5°/D69°~D5° /V36°~V?2° I H57°~H4° /D69°~D5° /V44°~\V1°
WDR | 140dB Super WDR (Super WDR Pro is opfional for Q & T Series) 120dB Super WDR
30fps@(1920x 1080)
60fps@(1920x 1080)(Optional for R Series) 20fps@(2592x1944)

Max. Frame Rate Q0fps@(1920x1080)(Optional for T Series)

120fps@(1920x 1080)(Optional for Q Series)

Color: 0.002Lux@F1.2

Min. llluminafion B/W: OLux with IR on

Video Compression

Protocol IPVA/IPv6, ARP, TCP, UDP, RTCP, RIP, RTSP, RTMP, HITP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMIP, SNMP, UPNP, Bonjour, SIP, PPPoE, VLAN, 802. 1%, QoS, IGMP, ICMP, SSL

Dimensions/Weight

N MILESIGHT PRO CAMERA SERIES

30fps@(2592x1944)(Optional for H Series)

Color: 0.005Lux@F1.2
B/W: OLux with IR on

H.265" /H.265(HEVC)/H.264™ /H.264/MJPEG

134mmX126mmX285mm/1080g

2/5/8 Megapixel H.265™ Pro Box Camera

H.2651 / MOTORIZED ZOOM LENS / 256G / SIP

ONVIFIER KEY FEATURES

i ® 0.001Lux Starlight
« _
4K VCA . ¢ 3in 1 Super WDR -140dB
e 120fps High Frame Rate
e Powerful Auto Back Focus

e Embedded VCA as Standard

® Audio I/O, Alarm |/O, PokE & DC 12V

Megapixel 2M

Image Sensor

1/2" Progressive Scan CMOS 1/28" Progressive Scan CMOS

MS-C2851-(R)(E)PB MS-C2951-(Q)(T)(R)(E)PB MS-C5351-(H)PB MS-C8151-(H)PB
P 5MP 4K

Mount & Iris C/CS & P-lris/DC-lris
140dB Super WD
WDR 140dB Super WDR (Super WDR Pro is optional for 120dB Super WDR
Q & T Series)
30fps@(1920x1080) hiee ﬁ%}f&;ﬂﬁwwﬂﬂ 20fos@(2592x1944) 15f0s@(3840x2160)
Max. Frame Rate 60fps@(1920x1080) SDfas@(1920¢10B0YOptionail for T Series) 30fps@(2592x1944) 30fps@(3840x2160)
(Optional for R Series) (Optional for H Series) (Optional for H Series)

120fps@(1920x1080)(Optional for Q Series)

Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2
B/W: 0.001Lux@F1.2 B/W: 0.002Lux@F1.2

H.265" /H.265(HEVC)/H.264" /H.264/MJPEG

Color: 0.001Lux@F1.2

Min. lllumination B/W: 0.0005Lux@F1.2

Video Compression

Protocol IPvA/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HITP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNIMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight 1 TOMMX62mmX50mm /4079

2/5 Megapixel 12X H.265" Mini PTZ Bullet Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / 256G / SIP

- KEY FEATURES
ONVIF BE

® 360° Endless Pan & /75° Tilt

@%@J e 12X Optical Zoom
VCA P66

® Smart IR Il with 140m IR Distance
® (0.002Lux Starlight

140dB Super WDR

PTZ Auto Tracking

Intelligent White LED

Embedded VCA as Standard

Wall Mount Pedestal Mount

Megapixel 2MP | SMP

Image Sensor 1/2.8" Progressive Scan CMOS

Color: 0.01Lux@F1.2
B/W: 0.005Lux@F1.2

Audio I/O, Alarm |/O, PoE & DC 12V
Wall Mount and Pedestal Mount Available

ME-C2961-ROE®B TTE—

Lens | 5.3~64mm @F1.6~F2.8, 12X Optical Zoom

Field of View | H61°~H5°/D69°~D5° /V36°~\V2° H57°~H4° /|D69°~D5° [V44°~\/1°

WDR | 140dB Super WDIR 120dB Super WDR
30fps@(1920x 1080) 20fps@(2592x1944)

Max. Frame Rate 60fps@(1920x1080)(Optional for R Series)

Pan Range / Pan Speed 360°endless; Pan Manual Speed: 0.2°~60°/s, Pan Preset Speed 100°/s

Tilt Range / Tilt Speed -45°~30°; Tilt Manual Speed: 0.2°~30°/s, Tilt Preset Speed 60°/s

Preset / Patrol / Pattern 255 Presets / 8 Patrols / 4 Patterns

Color: 0.002L.ux@F1.2 Color: 0.005Lux@F |

Min. llluminafion B/W: OLux with IR on

Video Compression H.265" /H.265(HEVC)/H.264™ /H.264/MJPEG

Protocol IPVA/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HITP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMITP, SNMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

30fps@(2592x 1944)(Optional for H Series)

2

B/W: OLux with IR on

160mmX273.5mmX210mm / 2Kg (Wall Mount)

Dimensions/Weight
218mmX120mmX172mm / 1.8Kg (Pedestal Mount)

MILESIGHT PTZ CAMERA SERIES I
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2/5 Megapixel 12X/20X/23X H.265" Mini PTZ Dome Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / IK10 / IR ANTI-REFLECTION PANEL / 256G / SIP

ONVIFIERBE R

VCA P66 IKI10

Smoked Dome
Cover

Megapixel

Image Sensor

Lens | 5.3~64mm, 12X Opfical Zoom | 6.4~128mm, 20X Optical Zoom | 5~117mm, 23X Optical Zoom | 5.3~64mm, 12X Optical Zoomn

1/28" Progressive Scan CMOS

1/2" Progressive Scan CMOS

KEY FEATURES

360° Endless Pan & 95° Auto-flip Tilt
12X/20X/23X Optical Zoom

Pan Speed 450°s, Tilt Speed 360°s
Smart IR [l with 120m IR Distance
0.001Lux @1/2" STARVIS Sensor
140dB Super WDR

90fps High Frame Rate

PTZ Auto Tracking

Embedded VCA as Standard

Audio I/O, Alarm |/O, PokE & DC 12V

Recessed Installation

White Black

MS-C2871-X20TPB MS-C2971-X23RPB MS-C5371-X12HPB
OMP ' 5MP

1/28" Progressive Scan CMOS

Field of View
WDR

Max. Frame Rate

Pan Range / Pan Speed

| H61° ~H5° /D69° ~D5° /V36° ~V2°

60fps@( 1920x 1080,
1280x260, 1280x720, 704x576)

1280x960, 1280x720,/04x576)

HO60® ~H3® /D67° ~D4A° N37°~V1° | H60° ~H3° /D69° ~D4° [ V357 ~V2° - H57°~R4" /D69° ~Do" /VA4" ~V 1°

140dB Super WDR 120dB Super WDR

30fps@(2592x1944), 45fps@
(2048x1536), 60fps@(1920x1080,
1280x260, 1280x720, 704x576)

?0fps@(1920x1080, O60fps@(1920x 1080,

1280x960, 1280x/20, 704x576)

360° endless: Pan Manual Speed: 0.1°~450° /s, Pan Preset Speed: 450° /s

Tilt Range / Tilt Speed

Preset / Patrol / Pattern |

-5 ~90° (Auto Hip); TiiF Manual Speed: 0.1°~360° /s, Tilt Preset Speed: 360° /s

Color: 0.002Lux@F1.2

Min. lllumination

Color: 0.005Lux@F1.6

B/W: OLux with IR on

Video Compression

Protocol

Dimensions/Weight

255 Preset / 8 Patrols / 4 Patterns

Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2
Color: 0.002Lux@F1.6 Color: 0.005Lux@F1.5
B/W: OLux with IR on B/W: OLux with IR on

Color: 0.005Lux@F1.2
Color: 0.008Lux@F1.6
B/W: OLux with IR on

H.265+/H .265(HEVC)/H.264+/H 204/ MJIPEG

IPv4/IPv6, ARP, TCP, UDP, RTP, RISP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FIP, NTP, SMTP, SNMP, UPnP, Bonjour,

SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
O183mmX174.8mm/2Kg

2/5 Megapixel 23X/30X H.265" Speed Dome Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / IK10 / 256G / PoE / SIP

ONVIFIEEEE
A @ N

VCA P66 IKIO

Megapixel

Image Sensor

5~117mm @F1.5~F3.5,

@ Milesight

2M

4.7~141mm @F1.5~F4.0,

KEY FEATURES

360° Endless Pan & 90° Auto-flip Tilt

23X/30X Optical Zoom

Pan Speed 400°s, Tilt Speed 320°s

Smart IR Il with up to 200m IR Distance

0.002Lux Starlight

140dB Super WDR

PTZ Auto Tracking

Embedded VCA as Standard

Audio I/O, 4*Alarm In, 2*Alarm Out, PokE & AC 24V

MS-C2941-X30RPB MS-C5341-X23HPB MS-C5341-X30HPB
P 5MP

1/28" Progressive Scan CMOS

5~117mm @F1.5~F3.5, 4.7~141mm @F1.5~F4.0,

el 23X Optical Zoom 30X Optical Zoom 23X Optical Zoom 30X Optical Zoom

Elaid of Miats H60 ;:{Ig;li)ﬁ‘;—@d H62 ;-\I;Ig?i?é?:DB H55 ;\I—/Ijzi?sg;Dd H58 }-334 i?\?{;;—DS

WDR 1400B Super WDR | 120dB Super WDR

Max. Frame Rate 60fos@(1920x1080) 30fos@(2592x1944)

Pan Range / Pan Speed. 360° endless; Pan Manual Speed: O..1 °~400°/s, Pan Preset Speed: 400°/s

Tilr Range / Tilt Speed | 0°~Q0°(Auto Flip); Tit Manual Speed: 0.1°~320°/s, Tilt Preset Speed: 320°/s

Preset / Patrol / Patftern 255 Presets / 8 Patrols / 4 Patterns

T o

Video Compression H.265" /H.265(HEVC)/H.264" JH.264/MJPEG

Protocol Pv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RISP, RTMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMITP, SN\MIP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QaS, IGMP, ICMP, SSL

Dimensions/Weight

I |/

O205mmX308mm/4Kg

B MILESIGHT PT1Z CAMERA SERIES

2/5/8 Megapixel 36X/42X H.265" Speed Dome Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / IK10 / 256G / SIP

ONVIFIERB B
&K (A @ (N =P
4K

VCA P66 IKI1D

@ Milesight

Megapixel 2M
1/2" Progressive Scan CMOS
5.7~2052mm @F1.55~F4.8,

Image Sensor

KEY FEATURES

360° Endless Pan & 90° Auto-flip Tilt

36X/42X Optical Zoom

Pan Speed 400°s, Tilt Speed 320°s

1/1.8" STARVIS Starlight Sensor

Smart IR [l with 300m IR Distance

0.001Lux Starlight

140dB Super WDR

PTZ Auto Tracking

Embedded VCA as Standard

Audio I/O, 4*Alarm In, 2*Alarm Out, PoE & AC 24V

MS-C2941-X42RPB MS-C5341-X42HPB MS-C8241-X36PB
P ' 5MP 4K

1/28" Progressive Scan CMOS
7~300mm @F1.8~F6.5,

1/1.8" Progressive Scan CMOS
5.7~205.2mm @F1.55~F4.8,

Lens 36X Optical Zoom 42X Optical Zoom 36X Optical Zoom

| | H63°~H3°/D69°~D3° H45°~H2° /D50°~D2° H43°~H2° /D53°~D2° H66°~H3°/D72°~D3"
_F'e'd of View /V38°~V/1° | IV27°~V1° | IV33°~V/1° IVA1°~V1°
WDR 140dB Super WDR 120dB Super WDR

qu, Frame Rate 90fps@(1920x1080)

F’r.]n Range / Pan Speed

60fps@(1920x1080)
360° endless; Pan Manual Speed: 0.1 °~400° /s, Pan Preset Speea: dUO"‘/s

30fos@(2592x 1944) 30fps@(3840x2160)

Tilt Range / Tilt Speed
Preset / Patrol / Pattern |

Color: 0.001Lux@F1.2

Min. llluminat
D LKNIRCHON B/W: OLux with IR on

Video Compression

Protocol IPVA/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTIP, NTP, SMIP, SNMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight

Color: 0.002Lux@F1.2
B/W: OLux with IR on

H.265" /H.265(HEVC)/H.264" /H.264/MJPEG

0°~Q0°(Auto Flip); Tilt Manual Speed: 0.1°~320°/s, Tilf Preset Speed: 320°/s

255 Presets / 8 Patrols / 4 Patterns

Color: 0.005Lux@F1.2
B/W: OLux with IR on

Color: 0.006Lux@F1.2
B/W: OLux with IR on

O205mmX308mm/4Kg

5/12 Megapixel 360° Panoramic H.265" Fisheye Camera

H.265" / STUNNING DEWARPING CAPABILITY / 9 DISPLAY MODES / IP67 / IK10 / 256G / SIP

ONVIFIEREE
CORVEC SEEN

12MP VCA P67 IK10

MS-Co374-PB

KEY FEATURES

e 360° Panoramic View

e On-board and Client-side Dewarping

e Smart IR [l with 15m IR Distance

e 0.005Lux Starlight

e 120dB Super WDR

e Fisheye Auto Tracking

e Advanced Heat Map

® Embedded VCA as Standard

e Built-in Microphone, Audio I/O, Alarm |/O, PokE & DC 12V
e (Ceiling Mount, Wall Mount and Table Mount Available

MS-C96/74-PB

Megapixel SMP

Image Sensor
Lens 1.25mm @F2.0
Field of View

WDR

Max. Frame Rate

Decoding Mode
Display Mode

Color: 0.005Lux@F1.2

Min. lllumination B/W: OLux with IR on

Video Compression

1/2.8" Progressive Scan CMOS

Fisheye View: 30fps@(2592x1944)

Fisheye View, 360 Panoramic View, 180 Panoramic View,
4PT/Z, Fisheye + 3P1Z, Panoramic View+3P1Z

12MP
1/1.7° Progressive Scan CMOS

1.98mm @F2.8

Ceiling Mount: 360°; Wall Mount: 180°; Flat Mount: 360°

120dB Super WDR
Fisheye View: 25fps@(4000x3000)

On-board Dewarping/Client-side Dewarping

Fisheye View, 360 Panoramic View, 180 Panoramic View,
APT/, Fisheye + 3P1Z, Panoramic View+3P1/Z,
Fisheye + Panoramic View+ 3P1Z

Color: 0.01Lux@F1.2
B/W: OLux with IR on

H.265" /H.265(HEVC)/H.264" /H.264/MJPEG

Profocol PVAIPVG, ARP, TCP, UDP, RICP, RIP, RISP, RIMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNIVIP, UPnP, Bonjour, SIP, PPPOE, VLAN, 802.1x, QaS, IGIVP, ICMP, SSL

Dimensions/Weight

O 140mmX45.4mm/ 1100g

MILESIGHT PANORAMIC CAMERA SERIES —
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5/8 Megapixel 180° Panoramic H.265" Mini Bullet Camera MILESIGHT COMPREHENSIVE ANPR SOLUTION

H.265" / STUNNING DEWARPING CAPABILITY / IP67 / IK10 / 256G / POE&DC / SIP RELATED PRODUCTS:
KEY FEATURES )4
OnviFIEEED . " 2=
o e 180° Panoramic View * ) i
@ @ @) @ e Smart IR Il with 15m IR Distance \ \
4K VCA P67 IKI10 Ty
& : ux Staril
7 LPR H.265™ Mini Bullet LPR H.265™ Vandal-proof LPR H.265" Motorized _ =
® 120dB Super WDR Network Camera Motorized Mini Bullet Pro Bullet | S . | SCE 700D |
Network Camera Network Camera 3 /-

IRR——

-I-

n e — =
L 3§ il K.
1 i k-

e Advanced Heat Map

——— Sl n T p——

SFZ 33280

e EFmbedded VCA as Standard

® Built-in Microphone

® Point-contact Power Supply >, " .,.M,
Motorized Pro Bullet Network Camera Bullet Network Camera

Megapixel 5MP 4K Network Camera

Image Sensor 1/2.8" Progressive Scan CMOS

Lens 1.68mm @F2.0

Field of View H180°/V95° H180°/V86° o A | o "

| ecogniton
wor 12008 Super WO FEATURES: PR >95% . (D) ptorz0kmr
| - gorithm
Max. Frame Rate 30fps@(2592x1244)(Original) 15fps@(3840x2160)
M [liliraination Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2
| B/W: OLux with IR on B/W: OLux with IR on _ | _ +
. _ R | R All-in-one Black/White LPR | PR Night Mod

Video Compression H.265 " /H.265(HEVC)/H.264 " /H.264/MJPEG Web Q List Management Smart Search g OdE
Management

Protocol IPvA/IPv6, ARP, TCP, UDP, RTCP, RIP, RTSP, RTMP, HTTP, HITPS, DNS, DDNS, DHCP, FIP, NTP, SMIP, SNMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802. 1x, QoS, IGMP, ICMP, SSL J

Dimensions/Weight 95.8mmMX74mmX158.5mm/630g
Iglce_nlsFe Platet 00 Up to 4 Detection t Vehicle Direction APL. 2  3rdIntegration:

=HayTOLId (O[] Regions } Recognition \— CGI/APIs

5/8 Megapixel 180° Panoramic H.265" Mini Dome Camera

H.265% / STUNNING DEWARPING CAPABILITY / IP67 / IK10 / 256G / POE&DC / SIP /0) Fully Integrated @ Supported Countries and Reigions:

H{}E/Eﬂ&zﬂght Mid-East, Africa, Asia-Pacific, America, Europe, Russian-speaking countries.

KEY FEATURES

ONVIF| AR
: e 180° Panoramic View
“‘ﬂ() D ® Smart IR Il with 15m IR Distance

4K VCA P67 IK10 | mEee———
& Milesight 0.005Lux Starlight

SGENE REQUIREMENTS:

} zg:

120dB Super WDR
Advanced Heat Map

e EmMbedded VCA as Standard

® Built-in Microphone

_ License plate is more License plate is Vertical angle is less Horizontal angle is no Tilt angle is less than 5°
Megapixel 5MP 4K than 130px in width readable than 30° more than 30°
Image Sensor 1/2.8" Progressive Scan CMOS .

Lens 1.68mm @F2.0
Field of View l. H180°/V95° _ H180°/V86° APP LIGATION scENAHIOS:
WDIR 120dB Super WDR
Max. Frame Rate 30fps@(2592x1944)(Original) 15fps@(3840x2160)
o — . Color: 0.005!_:ux@F1.2 . Color: 0.01 Lgx@H 2
B/W: OLux with IR on B/W: OLux with IR on
Video Compression | H.265" /H.265(HEVC)/H.2647 /H.264/MJPEG
Protocol ' IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTVIP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNVIP, UPrP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QaS, IGMP, ICMP, SSL
Dimensions/Weight O127/mmX107/mm/630g

Business Centre Parking Lot Rural Road Urban Road Gate Control

B 9 s MILESIGHT PANORAMIC CAMERA SERIES MILESIGHT ANPR SOLUTION I 20 e
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Network Video Recorder

All-in-one Solution for Extreme Reliability

4K H.265 Q'A%

Display

( Bit Rate / kbps)
5000 ......................................................................
4102 4196 s 102
a000 @ .. ... . ............... S TR W - Q.. H.264
. @
H.260 Compression Technology I
000 s Sulia s il ale sl o alleh e /atdle) s T0U (o BIE o arita s salais GUE & ulidts oYl s od o allads o uth s mit o aluta s lale 5.s Switch
Milesight NVRs ufilize the latest H.265 codec fo use up -"’fi‘{'?i poe b ' 013
. 2000 W s i e T heinle o oo B G WL B i R, Ry @ H.265
to 50% less network bandwidth and storage space o
compared with H.264, while supporting to switch wo LA BN NEYEEHNEDRENNDHENEN
petween H.264 and H.265 automatically.
0000
1 2 3 4 5 ( Status )

4K High Resolution

With 4K local video output, Milesight NVRs can provide ultra high resolution with no missing any single detail during
video monitoring.

UHD Video Display

Equipped with solid 4K decoding and display capabilities, Milesight NVRs can synchronously decode up to 4-CH 4K
UHD and 16-CH 1080P with the finest details to guarantee real-time video monitoring.

S N Acs
=T

‘ b

*

=

s - .|I""'r
A LAaER

Multi-video Output

e Independent Outputs

Multiple outputs to display various channels independently.

® Synchronous Ouiputs

The same channel fo be displayed at different locations synchronously.

=] s =
_-"' N T - gt
N e —
=1 BT -

-8 y S
e

ey P
e

| Flexibility

Plug and Play

Milesight POE NVRs offer a true plug-and-play with the
pbuilt-in iIndependent PoE switches, where cameras can be
easily connected without a lot of network infrastructure
work, ensuring users to begin the efficient monitoring in no
fime.

Vi

Transcoding

Based on the CPU capabilities, Transcoding guarantees
fluid video experience especially for remotfe playback
even in a poor network connection by reducing the
stream data via lowering resolution, bit rate, or frame rate.

MILESIGHT NETWORK VIDEO RECORDER KEY FEATURES N

eF _. .-__!:_-".'-'t!" _EJ,; :

L 29 - 1 = . *h"
L4 (4] ‘ s i -"a . - fl sEPHOR A — b ;

.‘-I:._,J"" - 1
—

e

Flexible Storage Options

Flexible storage options including HDD and NAS in Milesight

NVRs offer users greater flexibility to address the needs for
versafile storage.

Dual Stream Recording

Supporting Primary Stream and Secondary Stream recording
simultaneously, Dual Stream Recording makes it possible for
users to freely choose the desired streaming based on the
pandwidth available.

Record Settings

22 I



Usabillity

Reliability

Easy Playback Instant Playback, General Playback, Event Playback, Tag Playback, Split Playback, Picture Playback

Easy Backup Common Backup, Event Backup, Picture Backup Embedded LanX SYSTem

File Management File Tag, File Lock, File Export

Easy Configuration Online Upgrade, Virfual Host, Disk Group, Intuifive Ul Design | |
[

Safe & Stable _ Energy-efficient | Powerful

Instant Playback Dual System

System1 System?2

Instant Playback can replay recorded video within recently 5 mins without performing search functions, Milesight NVRs are born to possess two copies of
facilitating the direct and timely monitoring when users need to monitor one certain camera quickly. firmware in the flash. If one of the flash sections

ceases, the other firmware will take its place to work,
ensuring high reliability of system running.

_ Master NVR 1 Master NVR X
(Replay recently 5 mins)

.o N+1 Hot Spare

Adopting N+1 Hot Spare, when any one of the master
NVRs fails, the slave NVR will replace it to keep the system
working on and send the data back when the master NVR

Virtual Host recovers, ensuring the data integrity and reliability.

Virfual Host offers an easy way to directly access the network camera connected to the PoE port by Slave NVR

creating a link on Milesight NVR's webpage for users to visit camera’'s webpage.

Network Cable - i Vil commencie wabpas ANR (Automatic Network Replenishment)

via the link on NVR's webpage
As a backup operation, ANR can automatically

store video data on the camera storage card when

network is disconnected and retransfer the recorded

video to NVR after network recovers, guaranteeing a
reliable system.

'@' PoE NVR

Online Upgrade

A
m Data Recovery RAID 0/] /5/6/] 0
y N Preconfigured with industry-standard RAID levels (0/1/5/6/10),

Being customer-oriented, the firmware including
the NVR itself and the connected network
cameras can be all easily upgraded online
remotely, ensuring the optimal user-experience
during configuration.

Milesight NVRs can configure the system based on the specific

redundancy and performance requirements to ensure more
reliable storage against data loss.

A
@D @D New HOD

To Take the Place

MILESIGHT NETWORK VIDEO RECORDER KEY FEATURES NS 24 s



Dual Lan Giga Network Ports

Gt
B <€=r
Multi-address

For More Independence

IP 1 =

i
MR €= |p 1(Backup)

IP 1(Main) =

Data Input 4

Load Balance Net Fault-tolerance
For More Throughput For More Stabilities

I InTelligent Management

25

Advanced Functions Management

Milesight NVRs provide a fully infegration with all Milesight's wide range of network cameras in close loop, ensuring the
seamless compatfibilities especially with Milesight PTZ functions and Panoramic functions.

PTZ Functions

PTZ Auto Tracking, PT1Z Manual Tracking

Panoramic Functions

Smart VCA Management

Milesight NVRs support alarm configurations and event search of 1*
Milesight Smart VCA. Once suspicious events detected, the devices |

can frigger alarms and recordings, helping users improve video

surveillance efficiency.

Heat Map, Fisheye Auto Tracking, Fisheye Dewarping

Enterprise ANPR Management

Defined as the Enterprise ANPR management system, Milesight
NVRs become the cenfral management site to easily monitor gy | |
the road traffic, including the real-time preview of the car i T‘“ﬁr’“’i#&fé’é‘ﬁﬁém

plates, smart anadlysis and other more detailed settings. \ et o o

| Scalability

I Structure

Versatile Interfaces

HTMLS Streaming Ready

HTMLS Streaming which is ready on all Milesight NVRs makes it easy for users to access NVRs via all
major browsers without downloading extra plug-in.

Intferoperabillity

Extensive Third-party Compatibility

Aesthetics Design

A whole array of ports for more value-added features. Being tiny to release the full potential.
Console
Audio I/0 HDMI Alarm |/O

Ethernet Port VGA USB eSATA

Thermal Design

Discreet structure, housing design and intelligent fan for

effective heat dissipation.

Power

HDD Installation Structure

MILESIGHT NETWORK VIDEO RECORDER KEY FEATURES N

Aiming to provide end-to-end video surveillance solution, Milesight NVRs can be accessed
and configured remotely via Milesight CMS and APP through P2P or Port Forwarding.

To provide a high ecosystem, Milesight NVRs are able to work well with third-party cameras vida
ONVIF protocols and CGI/API integration.

Designed for convenient and stable hard disk installation.

26 IS
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4K H.265 Mini POE NVR Series

ULTRA MINI SIZE / LINUX OS EMBEDDED / ONLINE UPGRADE / NAS & HDD

| | . KEY FEATURES
O nVI F Gold Silvery  Black
o 4*PoE Plug and Play
@ e Up to 10TB Storage
4K ® Up to 9-CH Video Input

¢ Up to 4K Decoding Performance
® Dual Stream Recording
® ANR

® Smart VCA Management

e Enterprise ANPR Management

MIS-N1004-UPC VIS-N1003- UPT

Network Video Input 4-CH 9-CH

Bandwidth |

Incoming / Outgoing 40Mbps/40Mbps 90Mbps/90Mbps
. . 1*(30fps @8MP) 2*(30fps @8MP)

Decoding Capacity 4*(30fps @1080P) 8*(30fps @1080P)

Recording Resolution 8MP/6MP/5MP/AMP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF

Video Compression H.265" /H.265(HEVC)/H.264™ /H.264

Storage 1*SATA RHDD(3.9""); Up to 101B capacity for each HDD

1*"RJ45 10M/ 100M 1*"RJ45 1T00M/1000M

Network Inferface

USB Interface 2*USB 2.0

Pok Inferface 4*RJ45 T0M/100M

Protocol IPv4/IPv6, TCP, UDP, RIP, RTSP, RICP, HITIP, HTTPS, DNS, DDNS, DHCP, NITP, SNIP, SMTP, SNMP, UPnP, NFS

Dimensions/Weight 220mm(W)X200mm(D)X43.6mm(H)/0.2Kg 11T5mMmMMW)X115mm(D)X180mm(H)/1.5Kg

4K H.265 POE NVR Series

VERSATILE INTERFACES / DUAL STREAM RECORDING / TRANSCODING / ONLINE UPGRADE / NAS & HDD

KEY FEATURES

OnVIF e Up to 24*PoE Plug and Play
@ Up to 4*10TB Storage
Up to 32-CH Video Input

4K
Up to 4K Decoding Performance

Multi-video Output
ANR/RAID

Smart VCA Management

Enterprise ANPR Management

M- N500B-UPC MS-NS016-UPT TrT——" MS-NT032-UPH

Network Video Input 8-CH 16-CH 16-CH 32-CH

Bandwidth 256Mbps or 200Mbps(When RAID is enabled)
Incoming / Ouigoing | /256Mbps or 200Mbps(When RAID is encabled)

80Mbps/80Mbps 160Mbps/160Mbps 160Mbps/160Mbps

1*(30fps @8MP), 1*(30fps @6MP), |
1*(30fps@5MP), *(30fps @4MP),

27 (30fps @3MP), 47(30fps@ 1080P),

| 87 (30fps @720P) | | |
Recording Resolution | 8MP/6MP/5MP/AMP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF 12MP/8MP/6MP/5MP/4AMP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF

4*(30fps @8MP)
16™(30fps @ 1080P)

4*(30fps @8MP)
16™(30fps @ 1080P)

2*(30fps @8MP)

Decoding Capacity 8*(30fps @ 1080P)

Video Compression H.265" /H.265(HEVC)/H.264" /H.264

4K H.265 Mini NVR Series

ULTRA MINI SIZE / LINUX OS EMBEDDED / ONLINE UPGRADE / NAS & HDD

ONVIF

«

-

Network Video Input A-CH

Bandwidth |

Incoming / Outgoing 40Mbps/40Mbps
1*(30fps @8MP)

Decoding Capacity 4*(30fps @ 1080P)

MIS-N1004-UC VIS-N1009-UT MIS-N1003-UNT

B  KEY FEATURES

Gold  Silvery  Black e Up to 10TB Storage

e Up to 9-CH Video Input
Up to 4K Decoding Performance

Dual Stream Recording
ANR
Smart VCA Management

Enterprise ANPR Management

Fully Compatible with Milesight Cameras

9-CH 9-CH
90Mbps/90Mbps 90Mbps/920Mbps
2*(30fps @8MP) 2*(30fps @8MP)

8*(30fps @ 1080P) 8*(30fps @ 1080P)

Recording Resolution

Video Compression

8MP/6MP/5MP/AMP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF

H.265 " /H.265(HEVC)/H.264" /H.264

1*SATA HDD(3.57);

St
Orage Up to 10TB capacity for each HDD

Network Inferface 1*RJA5 T0M/100M

USB Interface

2*SATA HDD(2.57);
Up to 2TB capacity for each HDD

1"SATA HDD(3.5"");
Up to 101B capacity for each HDD

1"RJ45 100M/1000M 1"RJ45 100M/1000M

2*USB 2.0

Protocol IPv4/IPv6, TCP, UDP, RITP, RTSP, RTCP, HTIP, HTTPS, DNS, DDNS, DHCP, NIP, SNIP, SMIP, SNMP, UPnP, NFS

Dimensions/Weight 220mm(W)X200mm(D)X43.6mm(H)/0.19Kg

4K H.265 Pro NVR Series

VERSATILE INTERFACES / DUAL STREAM RECORDING / TRANSCODING / ONLINE UPGRADE / NAS & HDD

ONVIF

Network Video Inpuf

MS-N5008-UC MS-N5016-UT MS-N7016-UH MS-N7032-UH MS-N8032-UH MS-N8064-UH
| 8-CH 16-CH | 16-CH | . 64-CH

80mMm(W)X80mm(D)X120mm(H)/0.85Kg 115mmW) X1 T15mm(D)X180mm(H)/1.1Kg

KEY FEATURES

e Up to 8*10TB Storage

e Up to 64-CH Video Input

Up to 4K Decoding Performance
Multi-video Output

Dual Lan Giga Network Ports
ANR/RAID/N+1 Hot Spare

Smart VCA Management

Enterprise ANPR Management

32-CH 32-CH

Bandwidth

Incoming / Outgoing SORS VoL

160Mpps/ 160MIoPs

| 1%(30fos @BMP), 1%(30fs @EVP), |
1%(30fps @5MIP), 2*(30fps @4vP), | 2™ (30fps @8MP)
2*(30fps @3MP), 4*(30fps @1080P), | 8*(30fps @ 1080P)
8*(30fps @720P)

SMP/6MP/SMP/4AMP/3MP/1080P
JUXGA/720P/D1/VGA/CIF/QCIF

Decoding
Capacity

Recording Resolufion

Video Compression

320Mbyps or 200Mbios
(when RAID is encbled)

256Mbps or 200Mbps
(when RAID is enabled) (when RAID is encibled)

256Mbyps or 200Mbps

160Mbps/ 160MPps /256Mbips or 200Mbps /256Mbips or 200Mbps /256Mbps or 200Mbps
(when RAID s encibled) (when RAID is enclbled) (when RAID is enabled)
4*(30fps @8MP) 4*(30fps @8MP) | 4*(30fps @8MP) 4 130ps GOV

16*(30fps@ 1080P)
64*(30fps @D 1)

12MP/8MP/6MP/5MP/AMP/3MP
/1080P/UXGA/720P/D1/VGA/CIF/QCIF

16*(30fps @1080P) | 16*(30fps@ 1080P) | 16*(30fps@ 1080P)

12MP/8MP/6MP/5MP/4MP/3MP
/1080P/UXGA/720P/D1/VGA/CIE/QCIE

H.265" /H.265(HEVC)/H.264" /H.264

Storage 2*SATA HDD(3.5""); Up fo 101B capacity for each HDD A*SATA HDD(3.5""); Up To 101B capacity for each HDD

Network Interface 1*RJA4S 100M/T1000M

2°USB 2.0 17USB 3.0; 27USB 2.0

USB Interface 1*USB 3.0; 2°USB 2.0

16*RJ45 10M/100M 16"RJ45 10M/100M

PoE Interface 24*RJA45 T0M/100M

8"RJ4S5 10/100M

1"RCA/1TRCA -/ 1"RCA

1"RCA/T"RCA

Audio Input/Output
Alarm Input/Output 4-CH/1-CH 16-CH/4-CH
Protocol IPv4/IPv6, TCP, UDP, RTP, RISP, RTCP, HTIP, HTIPS, DNS, DDNS, DHCP, NTP, SNTP, SMTP, SNMP, UPnP, NFS

Rack Mountable Chessis (1.0U Standaird) Rack Mountable Chassis (1.0U Standard) Rack Mountable Chassis (1.5U Standard)
380MMMW)IX317.6mm(D)X51.8mm(H) / 26Kg | 440mm(W)HX25Tmmi(D)X44.4mm(H)/3.5Kg A40mmM(W)X320mmi(D)X66.8mm(H)/5.0Kg

Dimensions/Weight

N MILESIGHT 4K H.265 PoE NVR SERIES

Rack Mountable Chassis (1.5U Standard)
A40mm(W)X390mmi(D)X66.75mm(H)/4.89Kg

Storage

Network Inferface

2*SATA HDD(3.5");
Up to 101B capacity for each HDD

1"RJ45 100M/1000M

4*SATA HDD(3.5"");
Up to 10TB capacity for each HDD

2" RJ4A5 100M/ 1000M

8*SATA HDD(3.5""), 1*eSATA;

Up to 101B capacity for each HDD

2" RJ4A5 100M/1000M

USB Interface 12°USB 20 1"USB 3.0, 2*USB 20 1"USB 3.0, 2°USB 20
Audio Input/Oufput 1"RCA [T"RCA I"RCA/TTRCA "RCA/Z'RCA
Alarm Input/Output 4-CH/1-CH 16-CH/4-CH 16-CH/4-CH

Protocol

Dimensions/Weight

IPV4/IPv6, TCP, UDP, RIP, RISP, RICP, HITP, HITPS,DNS, DDNS, DHCP, NIP, SNIP, SMIP, SNIMP, UPnP, NFS

Rack Mountable Chassis (1.0U Standard) Rack Mountable Chassis (1.5U Standard) Rack Mountable Chassis (2.0U Standard)
380mmM(W)X317.6mm(D)X51.8mm(H) / 1.9Kg | 440mm(W)X320mm(D)X66.8mm(H)/4.1Kg = 440mm(W)X420mm(D)X88.2mm(H)/6.0Kg

MILESIGHT 4K H.265 NVR SERIES
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DN 29 s MILESIGHT SOFTWARE MILESIGHT SOFTWARE & KEYBOARD "

Milesight CMS Milesight Smart tools

LIVE VIEW / PLAYBACK / ELECTRONIC MAP SEARCH / CONFIGURATION / CALCULATION

User-friendly design % N
Device spatial
distribution
N, Centralized sysfem
\ W §  administration

TN P —

“\ Remote viewing oo

R Wi ond playback £ s $

\If‘
KEY FEATURES KEY FEATURES
® Central management system ® Unified management for network cameras and NVRs
® Fully integrated with Milesight network cameras and NVRs ® Batch settings for Milesight devices
¢ Comprehensive management via IP/Domain, P2P and Milesight DDNS e Online batch upgrade for Milesight devices
® H.265/H.264 video compression ® Fast, comprehensive and powerful calculation
® Support multiple monitors (Up to 64-CH each monitor)
® Support up to 256 devices
® Support two-layer E-map T B
¢ Milesight VCA functions 'i“ﬁ';f:-f'ﬁT'*:\"“‘l
® Support advanced functions like ANPR solution, Heat Map and Auto Tracking, etc. r,"f | |‘\: o —
e Support Crowd Management Solution \. /// J jl “*:ﬂ;-
#* IPC Tools H® NVR Tools ¥ Calculators Tools

Milesight M-3ight Pro APP

H.265 & H.264 / CUSTOMIZED STREAM PARAMETERS / DUAL STREAM

Milesight Network Keyoboard

Android and

7N\ Remorte viewing
1OS supported | L€ )

and playback
NETWORK CONNECTION / LCD SCREEN DISPLAY / EASY TO USE

Cenfiralized system =
administration |

-~ ' - L. A
<&» Milesight

KEY FEATURES

Simultaneously manage Milesight network cameras and NVRs

Support Client-side Dewarping for Fisheye Camera

® Support PTZ control and white LED control in live view

® Up to 64-CH live view and 4-CH playback KEY FEATURES

® Add device via IP/Domain, P2P and Milesight DDNS e Fasy connection and control of Milesight NVRs and PTZ cameras
e Transcoding to get better playback performance ® Support 4-axis variable speed joystick and shuttle

® Support Alarm Video Push notification e Support to control up to 110 devices

® One click to trigger Alarm Output ® Shortcut keys for PTZ control and NVR control

¢ One click to quick playback & playback with NAS, SD card files and HDD files ® Shortcut keys for recording and playback control

® Backup the captured images and recorded videos locally for monitoring e Shortcut keys for light control operation

e Support up to 16X digital zoom e Built-in Web Server

30



Milesight Network Camera Accessories

NEAT & INTEGRATED DESIGN / EASY & ROBUST INSTALLATION

B 3

AO1 Pole Mount

Weight: 720g

Dimension: 17/0*51.5"1562.6mm

Installation Environment: For strapping cameras
on poles between 102-127mm(4.1-5 iInches) In
diameter | o
Applicable Model:

Mini Bullet, Vandal-proof Mini Bullet

Vandal-proof Motorized Mini Bullet, Panoramic Mini Bullet
Adl, AG2, A63, A7, A72, A7

AQO3 External Corner Bracket '

Weight: 900g

Dimension: 1/07152.5776.3mm

Installation Environment: For mounting cameras
on an external corner

Applicable Model:

Mini Bullet, Vandal-proof Mini Bullet
Vandal-proof Motorized Mini Bullet, Panoramic Mini Bullet
Adl, Ab2, A63, A71, A72, A77

Adl Wall Mount

Weight: 400g
Dimension: 200* 1297 100mm
Installation Environment: For wall or parapet

iInstallations U\
Applicable Model: ' '

Speed Dome

Ad2 Pendant Mount

Weight: 650g

Dimension: 116.5*255mm

Installation Environment: Used fo insfall
cameras on an ceiling or horizontal structure
Applicable Model:

Speed Dome

Ad2-L. Extension Lever

Weight: 3259

Dimmension: 5/7255mm

Installation Environment: Used as exfensions
for pendant mount

Applicable Model:
Ad2, A79

A43 Junction Box

Weight: 1000g

Dimension: 195" 164"80mm d
Installation Environment: For the containing

of electrical connections which need to be 1
concealed from sight and deter trampering

Applicable Model:
Adl, Ad2

AS1 Protective Housing

Weight: 1988g

Dimension: 380" 150*H mm(H is adjustable)
Installation Environment: Robust housing To
defend cameras from being damaged in
all challenging environments

Applicable Model:
Pro Box

Ab62 Junction Box

Weight: 510g

Dimension: 1347 126"40mm

Installation Environment: For the containing of
electrical connections which need fo be
concealed from sight and preventing from
being fampered

Applicable Model:

Pro BU”ET Mini PTZ BU”ET(GHW for Wall Mount Version.)

A63 Junction Box

Weight: 620 0,g) i |
Dimension: 134*126*40mm " “
Installation Environment: For the containing of
electrical connections which need 1o be
concedled from sight and deter fampering

Applicable Model:
Mini Bullet, Vandal-proof Motorized Mini Bullet

A/72 Wall Mount

Weight: 5609

Dimension: 2407160 136mm
Installation Environment: For wall or
parapet installations

Applicable Model:
Pro Dome, Fisheye Camera

A MILESIGHT ACCESSORIES

A/1 Wall Mount

Weight: 530g

Dimension:; 16271247 78mm
Installation Environment: Used fo install cameras
on an wall or vertical structure

Applicable Model:

IR Mini Dome, Vandal-proof Mini Dome,
Weather-proof Mini Dome, AF Motorized Mini Dome,
Panoramic Minl Dome

A/3 Adapter Plate

Weight: 28g

Dimension: 115*122.510mm

Installation Environment: For the installaftion that
cable need to be routed through the side ouflet
Applicable Model:

Vandal-proof Mini Dome

A/4 Junction Box

Weight: 60g

Dimension: 121.5*116.5*37.2mm

Installation Environment: For the containing of
electrical connections which need o be
concedled from sight and deter fampering

Applicable Model:
Vandal-proof Mini Dome

AC-/71 Smoked Dome Cover

Installation Environment:
For concealing where a camera is pointed

Applicable Model:
Mini PTZ Dome

AC-72 Smoked Dome Cover

Installation Environment:
For concealing where a camera is pointed

Applicable Model:
Pro Dome

A/5 Junction Box

Weight: 200g

Dimension: 155.5"16/7733.5mm

Installation Environment: For the containing
of electrical connections which need to be

concealed from sight and deter tampering

Applicable Model:

Pro Dome, Fisheye Camera

A/76 Pendant Mount

Weight: 620g

Dimension: 136*L (L is default as 300mm,
also can be extended with A76-L)
Installation Environment: Used to install
cameras on an ceiling or horizontal structure
Applicable Model:

Fisheye Camera, Pro Dome

A76-L Extension Lever

Weight: 3159

Dimension: ®34*300mm

Installation Environment: Used as exftensions
for pendant mount

Applicable Model:
A76

i

A/77 Wall Mount

Weight: 650g

Dimension: 2627185 138mm
Installation Environment: For wall or
parapet installations

Applicable Model:
Mini PTZ Dome

A/8 Recessed Mount

Weight: /159

Dimension: ®256*24mm

Installation Environment: For in-ceiling
iNnstallations

Applicable Model:
Mini PTZ Dome, Pro Dome

A/79 Pendant Mount

Weight: 850g
Dimension:; ©256*245mm

Installation Environment: Used to install cameras

on an ceiling or horizontal structure

Applicable Model:
Mini PTZ Dome

A81 Recessed Mount

Weight: 450g

Dimension: ©168.7791.3mm
Installation Environment:; For in-celling
installations

Applicable Model:
Weather-proof Mini Dome

A82 Recessed Mount

Weight: 4/5g

Dimension: ©168.7*91.3mm

Installation Environment: For in- ceiling
installation

Applicable Model:
IR Mini Dome

A83 Junction Box

Weight: 2/0g -
Dimension: ®122*45.5mm

Installation Environment: For the containing of
electrical connections which need to be
concealed from sight and deter tampering
Applicable Model:

Weather-proof Mini Dome

MILESIGHT ACCESSORIES I

32



Naming Convention

Network Camera
( Model ): MS-C2962-(R)F(DPB --- 2MP H.265 Motorized Pro Bullet Camera

MS-C 2 9 62- R F | PB

Resolution Sensor Camera Type Advanced Features
2 - 2MP 1 -4K 41 - Speed Dome Camera Q - High Frame Ratfe (120fps)
5 - BMP 2 -4K(1/1.87) 51 - Pro Box Camera T - High Frame Rate (90fps)
8 - 4K 3 -5MP 65 - 180° Panoramic R - High Frame Rate (60fps)
9 - 12MP 6 - 12MP Mini Bullet Camera H - 30fps@4AMP&5MP Series
8 -2MP(1/27) 64 - Vandal-proof X - Magnification of the lens
Q -2MP Mini Bullet Camera e.g.: X42 - 42X AF lens
63 - Mini Bullet Camera E - Enterprise Edition
62 - Pro Bullet Camera F - Motorized Vari-focal Lens
61 - Mini PTZ Bullet Camera | - P-Iris Supported
/6 - 180° Panoramic L - LPR Supported
Mini Dome Camera O - loT Supported
/5 - Weather-proof A - Face Detection Supported
Mini Dome Camerad P - PoE Supported
/4 - Fisheye Camera B - H.265 Compression
/3 - Vandal-proof C - Al Platform
Mini Dome Camera Note: In a sequence from top 1o Bottom

/2 -Pro Dome Camera
/1 - Mini PTZ Dome Camera

83 - IR Mini Dome Camera

Network Video Recorder
( Model ): MS-N7032-UPH --- 32-channel 4K H.265 PoE NVR

MIS-N 7 032- U P  H

] -2*HDD(2.5") 004 - 4-CF U - 4K P-PoE  C/T/H - H.265 Compression
or 1*HDD(3.5") 008 - 8-Ck
5 -2*HDD(3.5") 009 -9-CH
7 4*HDD(3.5") 016 - 16-CH
5 8*HDD(3.5") Wag - aalr
064 - 64-CH

Milesight PokE Switch
( Model ): MS-S0224-GL --- Milesight 4-port PoE Switch

VS-S 02 24~ G i

e -2 Wpling Perrs 04 - 4*PoE Ports F - 10/100Mbps Uplink Port  F - Optical Fiber Port (SFP)
04 - 4*Uplink Ports 08 - 8*PoE Ports G - Gigabit Uplink Port L - Extend Mode

16 - 16*POE Porfs

24 - 247Pok Porfs

BN 33 S MILESIGHT NAMING CONVENTION
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